
NR-B591B	 NR-B591BW
NR-B591BS	 NR-B591BR
NR-B48M1	 NR-B591G

NR-B651B	 NR-B651BW
NR-B651BS	 NR-B651BR
NR-B53M1	 NR-B651G

 Language:

English	 2-8

Farsi	 9-15

Arabic	 16-22

Model

Disperindag No.0080/1.824.51

• �Thanks for using Panasonic Refrigerator. 
Before operating this unit, please read these instructions completely.

 •

 •

Refrigerator

Operating Instructions
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PARTS IDENTIFICATION

l �HOW TO REPLACE ROOM LAMP 
1. Disconnect supply cord. 
2. Remove the lamp cover. 
3. Replace proper lamp (E14, 240V, 15W) surely.

k �DO NOT splash water on the refrigerator.  Water splashed would cause an electric leak or malfunction.
k �DO NOT use inflammable sprays such as lacquer and paint near the refrigerator. 

They would cause an explosion.
k �NEVER store explosives and chemicals inside or nearby the refrigerator as they could explode.
k �Should you be discarding a refrigerator DO remove the door completely as a safeguard against small children being 

trapped inside.

SAFETY PRECAUTIONS

A REFRIGERATOR COMPARTMENT
哻 Room Lamp
哷 Door Switch
哸 �Tempered Glass Shelves / Wire Rack is used for 

Model: B591BW, B591BS, B651BW, B651BS

哠 ��Tempered Glass Shelves
唎 Refrigerator Temperature Control Dial
唃� Vegetable Case
唋 �Fresh Anti-Fungus Cassette 

(Dark Green: AITC Cassette)

圁 Fine Fresh Case
圂 �Fresh Anti-Fungus Cassette 

(Light Green: Fine Fresh Cassette)

埌 Bio Deodorizer (Hidden)
堲 �Free Racks
埕� Egg Racks
埒 �Egg Tray
垺 Bottle Rack
埆 �Bottle Stopper

B FREEZER COMPARTMENT
垽 �Freezer Temperature Control Dial
垼 �Ice Trays
垸 Ice Server (Storage Box)
垶 �FC Top Case
垿 �FC Bottom Case

OTHERS
埇 Adjustable Leg
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Installation
Proper installation will help you get the most use out of your Panasonic refrigerator.

WARNING

Keep ventilation openings in the appliance enclosure or in the built-in structure, clear of obstruction.

• �Choose a well-ventilated place.
  �Provide at least one foot (30 cm) above and at least  

4 inches (10 cm) at the back to ensure air circulation.

• Place on a firm, level floor.
Unstable installation will produce noise and vibration.  

Adjustable leg are located at front corner.  

Turn them to compensate for any unevenness in the floor.

• Screw up the adjustable legs before moving the refrigerator.

• �Earth the refrigerator.
  �Be sure to ground your refrigerator if your plug is of the 2-pin type.

• �Avoid extreme heat.
  �Place your refrigerator the out of direct sunlight and away  

from heat sources such as radiators or cooking ranges.

• �Use the proper voltage.
  �Your refrigerator’s rated voltage is indicated on a label put  

at the door or at the back of the cabinet.

• �Keep it close to the outlet.
  �Place your refrigerator near enough the electrical outlet so  

that you do not have to use an extension cord.

INITIAL OPERATION
1. �Clean the refrigerator and parts to remove dust from shipping and packing. (See “CLEANING” section).

2. ��Tear the labels on the back of cassette inside Vegetable case and Fine fresh case. (See Page 6)

3. �Close the door and allow your refrigerator a few hours to reach the proper temperature.

4. �Open the freezer door, listening and check the cold air flow in the freezer compartment.

5. �Store foods after the interior is cold.

CAUTION
  �Wait more than seven minutes to re-start the  

refrigerator after you stop it once.

Adjustable Leg
Caster

more than 30 cm

a

more than 
10 cm

cd

more than 
10 cm

cd
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TEMPERATURE CONTROL
The thermostat, specially designed for this refrigerator, functions to 
maintain the optimum inside condition for food storage at the “2”, 
“MED” dial setting, regardless of ambient temperature variations.
Besides, in order to meet your individual requirements, the freezer and 
refrigerator temperature as you desire can be obtained by adjusting 
the temperature control dials.
Lower temperature can be obtained by turning the dial clockwise on 
both controls.

ICE-MAKING
Pour water into the ice tray to the water level line and put it insert ice tray rail.

To remove ice cubes, twist the tray drop the ice server as illustrated.

Keep ice cubes in the ice server for sudden or large requirement.

NOTE
If you put wet ice cubes in the ice  

server, they may stick one another.

Freezer 
Temperature

Refrigerator Temperature  
Control Dial

“1” When frozen foods are not stored.“3” For quicker ice-making.

Freezer Temperature Control

Ice Tray

Ice Server
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CLEANING
Since the function of the refrigerator is to store food, regular cleaning is advised.

Interior
• �Wash removable parts with soapy water, rinse and dry thoroughly.
  Do not wash removable parts in dish washer.
• �Wipe interior walls with a cloth soaked in lukewarm water. 

If the unit is very dirty, wipe with cloth soaked in good quality  
soap solution or detergent and then with a cloth rinsed in clean water.

Exterior
• �Clean with a mild detergent, wipe thoroughly with a cloth rinsed in clean water, and then dry with a soft cloth.  Use 

cheese cloth or flannel to polish.

CAUTION
The refrigerator is treated against rust. Never use strong solutions, harsh abrasives, scouring pads, etc., to clean.
These types of cleaners will scratch and remove the protective surface finish. Appliance wax or polish should never be 
used on any surface.

NOTE: To protect the door gasket
The door gasket (especially the bottom portion) is apt to be damaged by spilled milk, juice, etc.
To protect the gasket, it should be kept clean at all times.
Any spilled liquid will collect in the hollow under the bottle rack. Then, if it overflows, it will collect in the hollow located at 
the lower front section of the inner wall.
Be sure to wipe off such spillage before it overflows from these hollows.

• �Leave spaces among foods to help air circulation. Blocking the air flow will cause warm temperature in the refrigerator 
compartment.

• �Cool hot dishes to room temperature before placing them in your refrigerator.
• �Cover juicy foods with tight lids, plastic film or foil.
• �Do not keep the door open any longer than necessary, particularly in hot, humid weather.
• �Do not put carbonated liquids (fizzy drinks, etc.) in the freezer compartment as they may burst.
• �Do not give children loipops direct from the freezer 

compartment.They may burn their lips by “freezer 

burn” due to low temperature.

To prevent vegetable from losing moisture, do 
not remove the tempered glass shelf above 
vegetable case.

FOOD KEEPING TIPS

DEFROSTING
You never have to defrost the compartment since your refrigerator is designed 
to defrost itself completely and automatically.
Defrost water flows to the collector pan where it is forcibly evaporated into the air.

WARNING
Do not use mechanical devices or other means to accelerate the defrosting process.

Be sure to drain the defrost water before transporation
• �How to remove out draining water in collector pan.
   1 Remove the screw which fix the comp. cover.
   2 Remove the comp. cover.
   3 Suck the water from the pan with arid cloth.
   4 Clean the pipe in the pan, in order to sufficiency improve.

} (only use for B48M1, B591G, B53M1, B651G models)
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VEGETABLE CASE & Fine Fresh CASE

Fresh anti-fungus cassette

1. �It is advise to write the date of starting use on the cassette.
2. Replace this cassette after use of 3 years.
3. Do not clean the cassette with water.
4. Do not add anything inside the cassette.

Note

※�How to use Fresh Anti-Fungus Cassette 
(Dark Green: AITC Cassette) (Light Green: Fine Fresh Cassette)

1. �Remove the Vegetable Case or Fine 
Fresh Case.

2. �Remove the cassette from the 
case.

3. �Tear the label on the back of the 
cassette as figure.

An useful, sliding type fine fresh room is provided 
for storing food to be kept chilled.

CHILLED
When you do not want to keep fresh food freeze

When you want to store food in lower temperature

When you eat fresh food soon after you purchase

Example of foods:
meat, fish, yogurt, boiled, noodles, raw cream, 

dumpling

• HOW TO REMOVE
1 Pull the fine fresh tray until it stop.

2 �Then lift the tray a little and pull it toward you.
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OTHER PARTS

BIO DEODORIZER

※Tempered Glass Shelf

※Wire Net Shelf
(use for B591BW, B591BS, B651BW, B651BS models)

※Bottle Rack

1. Lift the back of the tempered glass shelf.
2. Pull the tempered glass shelf.

Remove the Bottle Rack as figure.

Bio Deodorizer is placed in the passage of cold air and it 
absorbs the odorous elements inside the compartment.

ADVANTAGES
• �No need to operate 

It functions when cooling operation starts.

• �No need to clean
It absorbs the odorous elements which circulate in the refrigerator 
and the cold air containing diminished odor is blown into the 
compartment from the outlet of cold air.

• �No need to replace parts
Since the odor is decomposed automatically, it keeps its effect and 
there is no need to replace parts.

REMARKS:
* �The deodorizing unit eradicates only the odor in the refrigerator.

It will not affect the original flavor of food.

E�Examples of foods which likely to absorb the smell of other food.
ice cube, milk, ice cream, tofu, pudding, bread, cake, rice

RACK
※Free Rack

The free rack can be removed by pulling upward.

※Egg Rack

The egg rack can be removed by pulling upward.

Bio Deodorizer is 
inside this position.
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TROUBLE-SHOOTING
If your refrigerator is not working properly, check the following points before calling your authorized dealer.

1. �Is the power plug inserted properly?

2. �Is there a blown fuse or other power failure?

3. �Is the temperature control dial set to the proper position?

4. �Is air circulation blocked by overcrowding of foods?

WARNING
1. �Do not attempt to modify any part of this appliance.

2. �Do not store flammable/explosive substances inside or outside this appliance.

3. �Do not connect this appliance to power sources other than specified.

4. �Any damages or hazards caused by misuse or faulty installation of purchasers  
are the personal responsibility of the consumer.

5. �If the supply cord or plug of the appliance is damaged, it must be replaced by  
the manufacturer or its service agent or similarly qualified person in order to avoid a hazard.

6. Do not damage the refrigerant circuit.

Mullion Dryer Pipe
The outside wall of refrigerator cabinet may sometimes get quite warm, especially just after installation.

This is not a defect of refrigerator, it is due to the Mullion Dryer Pipe, plumbing hot freon gas around  
the cabinet to prevent “sweating” on the outside wall of the cabinet.

• �Fan operation 
This refrigerator is a fan forced cooling type. Some fan noise is audible during cooling operation. This is normal.

• �Defrosting 
Some low volume noises (1. e: expansion & water dripping) are audible during defrost operation. This is normal.

Mullion Dryer Pipe

SPECIFICATIONS

MODEL
NR-B591G 
NR-B48M1

NR-B591B 
NR-B591BW 
NR-B591BS 
NR-B591BR

NR-B651G 
NR-B53M1

NR-B651B 
NR-B651BW 
NR-B651BS 
NR-B651BR

Freezer Star Rating

Capacity

(L)

Total 468 521

Freezer 150 163

Refrigerator 318 358

Outside Dimensions 
Width × Depth × Height (mm) 674 × 801 × 1822 674 × 786 × 1822 774 × 763 × 1822 774 × 756 × 1822

Net Weight (kg/lb) 83 / 183 90 / 198

Rated voltage(V) 
Rated Frequency(Hz)

Refer to the rating label put under 
door switch of the refrigerator.

This refrigerator's capacity is based on CNS 2026, C4048.
This calculation includes food storage area and cold air duct.

Panasonic Corporation
http://www.panasonic.co.jp/global/
© 2008 Panasonic Taiwan Co., Ltd    All Right Reserved
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عیب یابی
اگر یخچال شما به درستی کار نمی کند قبل از اطلاع به سرویسکار مجاز موارد زیر را بررسی کنید:

1. آیا دوشاخه برق به درستی در پریز قرار دارد؟

2. آیا فیوز یا قطعات حفاظتی دیگر سوخته اند؟

3. آیا دسته کنترل دما روی وضعیت مناسب تنظیم شده است؟

4. آیا گردش هوا توسط انباشت بیش از حد مواد غذایی مسدود شده است؟

توجه:

1. سعی نکنید هیچیک از قطعات این دستگاه را تعمیر یا اصلاح کنید..

2. مواد آتش زا و منفجره را در نزدیکی یا داخل دستگاه قرار ندهید

3. دستگاه را به منبع تغذیه ای غیر از آنچه مشخص گردیده، متصل نکنید.

4. هرگونه خرابی یا خطری که در اثر استفاده و نصب نادرست توسط خریدار به وجود آید بر عهده مصرف کننده

   می باشد.

5. اگر کابل یا دوشاخه دستگاه آسیب دید، باید توسط مرکز سرویس مجاز یا فردی صاحب صلاحیت تعویض گرد 

   دتا از خطرات احتمالی جلوگیری شود.

6. مدار یخچال را آسیب نرسانید.

لوله خشک کن

دیواره بیرونی یخچال به ویژه پس از نصب گاهی اوقات به سرعت گرم می شود، این به دلیل نقص دستگاه نبوده بلکه در اثر لوله خشک کن اتفاق می افتد که شامل لوله 

کشی گاز فریون داغ در اطراف دیواره بوده و از عرق کردن آن جلوگیری می کند.

•عملکرد دمنده

این یخچال از نوع سرمایشی دارای دمنده است. برخی از صداها هنگام سرد کردن قابل شنیدن است که طبیعی به حساب می آید.

•یخ زدایی

برخی از صداها هنگام یخ زدایی قابل شنیدن است که کاملاً طبیعی است.

لوله خشک کن

© 2005 Panasonic Taiwan Co., Ltd    All Right Reserved

http://www.panasonic.co.jp/global/

مشخصات

   NR-B591B  NR-B651B
   NR-B591BW  NR-B651BW
   NR-B591BS  NR-B651BS
   NR-B591BR  NR-B651BR

 

   468 521

   150 163

   318 358

  674 × 801 × 1822 674 × 786 × 1822 774 × 763 × 1822 774 × 756 × 1822

  83 / 183 90 / 198

NR-B591G
NR-B48M1

NR-B651G
NR-B53M1مدل

درجه ستاره فریزر

کلی

فریزر 

یخچال

ظرفیت

mm (پهنا * عمق * ارتفاع)ابعاد بیرونی

(kg/lb) وزن مفید

(V) ولتاژ نامی
(Hz) فرکانس نامی

به برچسب مشخصات زیر کلید درب یخچال مراجعه کنید

ظرفيت اين يخچال بر مبنای مدلهای CNS2026,C4048 است.
محاسبه اين ظرفيت شامل ناحيه نگهداری مواد غذايی و کانال هوای سرد می باشد. 

Panasonic Corporation
http://www.panasonic.co.jp/global/
© 2008 Panasonic Taiwan Co., Ltd    All Right Reserved
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   NR-B591B  NR-B651B
   NR-B591BW  NR-B651BW
   NR-B591BR  NR-B651BR
   NR-B591BS  NR-B651BS

 

   468 521

   150 163

   318 358

  674 × 801 × 1822 674 × 786 × 1822 774 × 763 × 1822 774 × 756 × 1822 

  83 / 183 90 / 198

  

NR-B591G
NR-B48M1

NR-B651G
NR-B53M1

الخصائص

النموذج

نجوم لقياس مستوى التثليج

القدرة (لتر)

المجموع

الثلاّجة

اد البرّ

المقاييس الخارجيّة

عرض/ عمق/ طول 

الوزن الصافي(كلغ/رطل)

معدل القوةالفلطيّة  
معدل التواتر 

ة لات قوّ د لمعدّ إرجع إلى الملصق المحدّ
الموضوع تحت مفتاح باب البرّاد

.CNS 2026، C4048 إنّ سعة البرّاد هذه قائمة على أنظمة
يتضمّن احتساب السعة هذا منطقة حفظ الطعام ومجرى الهواء البارد.
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